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B-89111-70 PRC110F1200B 1200 110 16.50 17.50 10.00 38.00 15.00 23.00 2.62 --- 1 1/8-12 2.12 1 1/8-12 2.12 --- 3.38 5.12 4 6.00 8.50
B-89112-70 PRC110F1200C 1200 110 10.00 17.50 10.00 31.50 15.00 16.50 2.62 --- 1 1/8-12 2.12 1 1/8-12 2.12 --- 3.38 5.12 4 6.00 8.50
B-89113-70 PRC110F1200A 1200 110 21.00 17.50 10.00 42.50 15.00 27.50 2.62 --- 1 1/8-12 2.12 1 1/8-12 2.12 --- 3.38 5.12 4 6.00 8.50
B-89121-70 PRC110F2000B 2000 110 16.50 21.00 10.00 38.75 15.25 23.50 3.12 --- 1 1/2-12 2.12 1 1/2-12 2.12 --- 3.38 6.38 4 7.25 8.50
B-89122-70 PRC110F2000C 2000 110 10.00 21.00 10.00 32.25 15.25 17.00 3.12 --- 1 1/2-12 2.12 1 1/2-12 2.12 --- 3.38 6.38 4 7.25 8.50
B-89123-70 PRC110F2000A 2000 110 21.00 21.00 10.00 43.25 15.25 28.00 3.12 --- 1 1/2-12 2.12 1 1/2-12 2.12 --- 3.38 6.38 4 7.25 8.50
B-89131-70 PRC110F3000B 3000 110 16.50 20.50 10.25 40.75 16.25 24.50 5.00 --- 3-12 3.00 3-12 3.00 --- 5.25 8.38 6 9.25 10.62
B-89132-70 PRC110F3000C 3000 110 10.00 20.50 10.25 34.25 16.25 18.00 5.00 --- 3-12 3.00 3-12 3.00 --- 5.25 8.38 6 9.25 10.62
B-89133-70 PRC110F3000A 3000 110 21.00 20.50 10.25 45.25 16.25 29.00 5.00 --- 3-12 3.00 3-12 3.00 --- 5.25 8.38 6 9.25 10.62
B-89181-70 PRC110F0600B 600 110 16.50 21.00 10.00 37.00 17.00 20.00 3.12 13.50 1 1/8-12 2.00 --- --- 1.50 3.38 5.12 4 6.00 8.50
B-89182-70 PRC110F0600C 600 110 10.00 21.00 10.00 30.50 17.00 13.50 3.12 13.50 1 1/8-12 2.00 --- --- 1.50 3.38 5.12 4 6.00 8.50
B-89183-70 PRC110F0600A 600 110 21.00 21.00 10.00 41.50 17.00 24.50 3.12 13.50 1 1/8-12 2.00 --- --- 1.50 3.38 5.12 4 6.00 8.50

25

B-89201-70 PRC150F0400B 400 150 16.50 31.00 13.00 43.62 20.62 23.00 3.12 16.75 1 1/8-12 2.50 --- --- 1.00 3.38 6.38 4 7.25 8.50
B-89211-70 PRC150F1200B 1200 150 16.50 31.00 13.00 42.38 18.88 23.50 3.12 --- 1 1/2-12 2.50 1 1/2-12 2.12 --- 3.38 6.38 4 7.25 8.50
B-89212-70 PRC150F1200C 1200 150 10.00 31.00 13.00 35.88 18.88 17.00 3.12 --- 1 1/2-12 2.50 1 1/2-12 2.12 --- 3.38 6.38 4 7.25 8.50
B-89221-70 PRC150F2000B 2000 150 16.50 27.50 14.00 42.50 18.50 24.00 4.00 --- 2-12 2.12 2-12 2.12 --- 4.50 6.38 4 7.25 10.62
B-89223-70 PRC150F2000A 2000 150 21.00 27.50 14.00 48.00 18.50 29.50 4.00 --- 2-12 2.12 2-12 2.12 --- 4.50 6.38 4 7.25 10.62
B-89293-70 PRC150F0412A 400/1200 150 21.00 31.00 13.00 50.12 20.62 29.50 3.12 16.75 1 1/2-12 2.50 1 1/2-12 2.12 0.88 3.38 6.38 4 7.25 8.50

34.5

B-89301-70 PRC200F0400B 400 200 16.50 41.00 17.00 49.12 24.12 25.00 3.12 20.25 1 1/8-12 2.50 --- --- 1.00 3.38 6.38 4 7.25 8.50
B-89311-70 PRC200F1200B 1200 200 16.50 41.00 17.00 51.88 22.38 29.50 3.12 --- 1 1/2-12 2.50 1 1/2-12 2.12 --- 3.38 6.38 4 7.25 8.50
B-89312-70 PRC200F1200C 1200 200 10.00 41.00 17.00 41.38 22.38 19.00 3.12 --- 1 1/2-12 2.50 1 1/2-12 2.12 --- 3.38 6.38 4 7.25 8.50
B-89321-70 PRC200F2000B 2000 200 16.50 37.50 17.00 48.00 22.00 26.00 4.00 --- 2-12 2.12 2-12 2.12 --- 4.50 6.38 4 7.25 10.62
B-89323-70 PRC200F2000A 2000 200 21.00 37.50 17.50 53.50 22.00 31.50 4.00 --- 2-12 2.12 2-12 2.12 --- 4.50 6.38 4 7.25 10.62
B-89393-70 PRC200F0412A 400/1200 200 21.00 41.00 17.00 55.62 24.12 31.50 3.12 20.25 1 1/2-12 2.50 1 1/2-12 2.12 0.88 3.38 6.38 4 7.25 8.50
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B-89401-70 PRC250F0400B 400 250 16.50 49.00 21.00 55.62 28.62 27.00 4.00 24.75 1 1/8-12 2.50 --- --- 1.00 4.50 7.38 4 8.25 10.62
B-89411-70 PRC250F1200B 1200 250 16.50 49.00 21.00 58.38 26.88 31.50 4.00 --- 1 1/2-12 2.50 1 1/2-12 2.12 --- 4.50 7.38 4 8.25 10.62
B-89421-70 PRC250F2000B 2000 250 16.50 49.00 21.50 56.50 26.50 30.00 4.00 --- 2-12 2.12 2-12 2.12 --- 4.50 7.38 4 8.25 10.62
B-89423-70 PRC250F2000A 2000 250 21.00 49.00 21.00 60.00 26.50 33.50 4.00 --- 2-12 2.12 2-12 2.12 --- 4.50 7.38 4 8.25 10.62
B-89493-70 PRC250F0412A 400/1200 250 21.00 49.00 21.00 62.12 28.62 33.50 4.00 24.75 1 1/2-12 2.50 1 1/2-12 2.12 0.88 4.50 7.38 4 8.25 10.62

69

B-89501-70 PRC350F0400B 400 350 16.50 69.50 30.00 67.38 36.88 30.50 4.00 33.00 1 1/8-12 2.50 --- --- 1.00 4.50 8.38 6 9.25 10.62
B-89511-70 PRC350F1200B 1200 350 16.50 69.50 30.00 68.62 35.12 33.50 4.00 --- 1 1/2-12 2.50 1 1/2-12 2.12 --- 4.50 8.38 6 9.25 10.62
B-89521-70 PRC350F2000B 2000 350 16.50 69.50 30.00 68.25 34.75 33.50 5.00 --- 2-12 2.12 2-12 2.12 --- 5.25 8.38 6 9.25 10.62
B-89523-70 PRC350F2000A 2000 350 21.00 69.50 30.00 72.25 34.75 37.50 5.00 --- 2-12 2.12 2-12 2.12 --- 5.25 8.38 6 9.25 10.62
B-89593-70 PRC350F0412A 400/1200 350 21.00 69.50 30.00 74.38 36.88 37.50 4.00 33.00 1 1/2-12 2.50 1 1/2-12 2.12 0.88 4.50 8.38 6 9.25 10.62

Notes: 1) All Dimensions on table are in inches.

PCORE® - PRC® (PAPER-RESIN CAPACITOR) BUSHINGS 15KV-69KV
PCORE PRC bushings are available for voltage classes 

from 15kV through 69kV and fully interchangeable 

between transformer and oil circuit breaker applications.  

PRC bushings are available for use in draw-lead 

applications at 400 amperes or 600 amperes.  The 

higher current ratings apply when the bushing is 

bottom-connected in a power transformer or oil circuit 

breaker.  PCORE PRC bushings are available in oil-filled 

and oil-free designs.

STANDARD FEATURES: 
• Resin-impregnated paper wound core with external 

porcelain insulator.

• Standard with high creep upper porcelain

• Transformer-Breaker Interchangable (TBI) busing 

combined with high performance seismic capabilities.

• 0.6% - 0.8% C1 Power Factor (0.85% IEEE)

• Available per IEEE C57.19.01 and CSA C88.1 bushing 

standards.
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